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DESCRIPTION 
The Advanced Manual is specifically designed for the application One Component Moisture Cure Polyurethane for manufacturing small-medium 

sized sandwich panels such as doors and SIPs. Although it can be used for most one component adhesives, including a Stainless-Steel version for 

PVA. 

We refer to the system as semi-automatic as it allows for an automatic level of repeatability and production speed, whilst remaining within the 

financial constraints of a manual application system. 

The Advanced Manual offers other benefits like simplifying production process’s and makes handling adhesive a much cleaner task and is 

particularly attractive to large companies that want to add a back up or give production a boost as well as small to medium sized companies where 

revenue does not merit an automatic system but a step up in production methods is still needed.  

 

OPERATION 
1) Place the work piece on the lay-up table. 

2) Pull the spreader unit to the start of the panel, activate the adhesive button and pull the spreader unit along the length of the panel. 

3) When at the end of the panel release the adhesive button, activate the water spray button and pull the spreader unit back to the home 

position. 

4) Remove work piece and repeat. 

5) When production is finished drop the spreader nozzle into the protective oil tray, located at the home position. The protective oil tray 

contains plasticizer such as Mesamoll, to prevent the adhesive from curing inside the nozzles. 

6)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

OPTIONS 
-Thermostatic Drum Heater. 
-Stainless-Steel purge tray. 
-Pressure Container, for production without 

access to mains water. 
-High Capacity Pump, Accumulator & IBC 

connections. 
-Wax paper dispenser.  

-Mesamoll / Plasticizer for nozzle box. 

 

TECHNICAL DATA 

Air pressure requirements: 5 bar volume, 1500 l/min. 

Capacity: 0.5-3 L/min or 1.5-8 L/min. 

Container volume: 200 L drum or 1000 L IBC. 

Viscosity Range: Up to 50,000 cps 

Water Mist: 5-15%. 

Pumps: As per specification / customer production 

requirements. 

Maximum Application Width: 1220 mm. 

 

ACCURATE WATER MIST 
NOZZLES 

 

PULL HANDLE WITH ADHESIVE & 
WATER MIST ACTIVATION  

 


